TURK STANDARDLARI ENSTITUSU
TURK STANDARDLARINA UYGUNLUK BELGESI

’ TURKISH STANDARDS INSTITUTION
" " CERTIFICATE OF CONFORMITY TO TURKISH STANDARDS

Markanin Taninu Description of the Mark
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BELGE NUMARASI
REFERENCE NUMBER OF LICENCE

BELGENIN ILK VERILIS TARIHI
DATE OF FIRST ISSUE OF LICENCE

BELGENIN SON GEGERLILIK TARIHI
LICENCE VALID UNTIL

BELGE SAHIBI KURULUSUN ADI
NAME OF THE LICENCE HOLDER

BELGE SAHIBi KURULUSUN ADRESI
ADRESS OF THE LICENCE HOLDER

URETIM YERI ADI
NAME OF THE MANUFACTURING PLACE

URETIM YERIi ADRESI
ADRESS OF THE MANUFACTURING PLACE

iPTAL EDILEN BELGE NUMARASI (Varsa)
INDICATION OF SUPERSEDED LICENCE (if any)

TESCILLI TICARI MARKASI
REGISTERED TRADE MARK

iLGILi TURK STANDARDI

109513-TSE-02/05

10.05.2013

15.08.2024

AKSA POWER GENERATION (CHINA) CO., LTD.

NO:19 TONGJIANG NORTH ROAD, CHANGZHOU NEW DISTRICT,
CHANGZHOU,CHINA -/CIN

AKSA POWER GENERATION (CHINA) CO., LTD.

NO:19 TONGJIANG NORTH ROAD, CHANGZHOU NEW DISTRICT,
CHANGZHOU, CHINA -/ CIN

109513-TSE-02/04
AKSA

TS ISO 8528-5 /30.09.2022 - TS EN ISO 8528-13 / 13.04.2018

RELATED TURKISH STANDARD

BELGE KAPSAMI
SCOPE OF LICENCE

JENERATOR GRUPLARI(DIESEL)

-APDXXXA Model, AKSA Matorlu, Prime 10,6 KVA/ 8,5 kW(dahil), Standby 11,5 KVA/ 9,2 kWdan (Prime 10,6 KVA -
Standby 11,5 KVA dahil), Prime 410 KVA, 328 kW Standby 450 KVA/ 360 kW a kadar (Prime 410 kVA — Standby
450 kVA dahil)

230/400V,50Hz,G3 Performans sinifi  1P21M KABINSIZ-IP 23M KABINLI,
3 fazli Otomatik veya Manuel galistirma kontrol Uniteli Jeneratdr gruplari, Diesel Yakitl

-APDXXXA Model, CROWN KRAFT Motorlu, Prime 11 KVA/ 8,8 kW(dahil), Standby 12 KVA/ 9,6 kW'dan (Prime 11
KVA - Standby 12 KVA dahil) dan, prime 410 KVA, 328 kW standby 451 KVA/ 360,8 kW a kadar (Prime 410 kVA —
Standby 451 kVA dahil)

e-imzalli/e-signed
31.07.2023

Belgelendirme Merkezi Bagkani Adina
SOYDAN CERAN

ELEKTROTEKNIK SEKTORU MUDURU

“Bu belge, belgelendirilen urlinun, dretim yerinin Enstilimizun belirledigi garllan kargiladigini da gosterir.

*Bu belge, hig bir suretle tahrif edilemez, kismen veya okunmasini zorlastiracak sekilde gogaltilamaz, kazinti ve silinti yapilamaz.

"TSE ELEKTROTEKNIK SEKTORU MUDURLUGU * Adres: Necatibey Cad.No:112 06100 Bakanliklar/ANKARA * Telefon: 0312 416 63 967 Faks: 0312-416 66 17

*TSE BELGELENDIRME MERKEZ BASKANLIGI; Adres: Necatibey Gad. No:112 06100 Bakanlikla/ANKARA — Telefon: 0 312 416 64 81 / 416 64 27.Faks:0 312 416 66 17 E-posta
‘bmb@tse.org.Ir , web : www.Ise.org.tr

https://evrakkontrol.tse.org.tr/BelgeDogrulama.aspx? p=yelboqvh adresinden belgenin dogrulugunu ve gegerdiliing sorgulay iz,
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(109513-TSE-02/05nolu belge devami) : AKSA POWER GENERATION (CHINA) CO., LTD.
ILGILI TURK STANDARDI(RELATED TURKISH STANDARD) TS ISO 8528-5 / 30.09.2022 -- TS EN SO 8528-13 /
13.04.2018

230/400V,50Hz,G3 Performans sinifi  IP21M KABINSIZ-IP 23M KABINLI,
3 fazl Otomatik veya Manuel galistirma kontrol tiniteli Jeneratér gruplarn, Diesel Yakith

-APDXXXXC Model, CUMMINS Motorlu, Prime 27 KVA/21,6kW - Standby 30 KVA/24 kW'dan (Prime 27 KVA -
Standby 30 KVA dahil), Prime 2750 KVA/2200kW — Standby 3000 KVA/2400 kW a kadar, (Prime 2700 KVA —
Standby 3 000 kVA dahil) ,

230/400V, 50Hz,G3 Performans Sinifina sahip, IP21M KABINSIZ-IP 23M KABINLI, 3 fazli Otomatik veya Manuel
calistirma kontrol Uniteli Jeneratér gruplari, Diesel Yakith

-APDXXXXM Model, MITSUBISHI Motorlu,Prime 600 KVA/480kW - Standby 660 KVA/528kW 'dan (Prime 600 KVA -
Standby 660 KVA'dan dahil) Prime 2500 KVA/2000kW — Standby 2750 KVA/2200kW'a kadar (Prime 2500 KVA —
Standby 2750 kVA dahil)

230/400V, 50Hz, G3 Performans Sinifina sahip, IP21M KABINSIZ -IP23M KABINLI ,Ug Fazli Otomatik veya Manuel
Calistirma Kontrol Uniteli Jeneratér Gruplari,Diesel Yakith

-ADXXX Model, Doosan Motorlu, Prime 84KVA/67,2kW - Standby 93 KVA/74 4kW'dan (Prime 84 KVA - Standby
93KVA dahil) Prime 750KVA/ 600kW- Standby 825 KVA/660 kW'a kadar (Prime 750KVA - Standby 825 KVA dahil)

230/400V,50Hz,G3 Performans Sinifina sahip, IP21M KABINSIZ -IP23M KABINLI , Ug Fazli Otomatik veya Manuel
Calistirma Kontrol Uniteli, Dizel Jeneratér Gruplar

Jeneratér gruplar ile birlikte maksimum gligte test edilen Alternatorler ;

Stamford marka Alternatér maksimum giic  Prime 2790 KVA /2232 kW |, Standby 3069 KVA / 2455kW  a kadar
Meccalte marka Alternator maksimum glic  Prime 750KVA / 600 kW | Standby , 825 KVA / 660 kW a kadar
Aksa marka Alternatér maksimum glc Prime 450 KVA /360 kW Standby 495 KVA/396 kW a kadar

Leroy Somer marka Alternatér maksimum gii¢  Prime 2700 KVA / 2160 kW , Standby 2970 KVA / 2276 kW a
kadar

(K.D 11.09.2019)

AKSA marka Alternatér maksimum gl Prime 600kVA /480 kW, Standby 660kVA / 528kW

(K.D 10.01.2023)

e-imzali/e-signed
31.07.2023

Belgelendirme Merkezi Bagkani Adina
SOYDAN CERAN

ELEKTROTEKNIK SEKTORU MUDURU

“Bu belge, belgelendirilen Uriinun, Uretim yerinin Enstitimuziin belirledigi sarllan kargiladigini da gosterir.

*Bu belge, hig bir suretle tahvif edilemez, kismen veya okunmasini zorlastiracak sekilde gogaltilamaz, kazinti ve silinti yapilamaz.

“TSE ELEKTROTEKNIK SEKTORU MUDURLUGU * Adres: Necatibey Cad.No:112 06100 Bakanliklar/ANKARA * Telefon: 0312 416 63 96 Faks: 0312-416 66 17

*TSE BELGELENDIRME MERKEZ BA$KANLIGI; Adres: Necalibey Cad. No:112 06100 Bakanlikla/ANKARA — Telefon: 0 312 416 64 81/ 416 64 27, Faks:0 312 416 66 17 E-posta
-bmb@tse.org.tr, web : www.lse.arg.lr

https://evrakkontrol.tse.org.tr/BelgeDogrulama.aspx?p=yclbogvh adresinden belgenin dogrulugunu ve gegerliliging sorgulayimz,




